Flow

DS 400 Flow station for compressed air

and gases
Chart recorder DS 400

» 3.5" graphic display with touch screen -
shows the progression of the measured
values in graphic form

» 2 sensor inputs for flow sensors/ dew point
sensors

» USB interface for reading out the data log-
ger via USB stick

+ 2 additional sensor inputs for pressure

Flow measuring ranges VA 500 for compressed air (ISO 1217:1000 mbar, 20 °C) sensors, current meters and so on
Inner diameter of pipe VA 500 Standard VA 500 Max. VA 500 HighSpeed » Option: Data logger for 100 million

{927 mis) (165.0.m/s) (224.0 mis) measured values (2 GB SD card)
Inch mm Measuring range Measuring range Measuring range X .

from to from to from to » Option: Ethernet and RS 485 interface
1/2* 16.1 DN 15 | 2.5..760 I/min 3.5...1516 I/min 6.0...1836 I/min (Modbus protocol)
3/4¢ 21.7 DN 20 0.3...89 m*/h 0.4...178 m*h 0.7...215 m*h » Option: Webserver
1 27.3 DN25 | 0.5..148 m¥h 0.6...295 m¥h 1.1..357 m¥%h « Option: CS Soft Basic - comfortable
11/4 36.0 DN 32 | 0.9..280 m¥h 1.2..531 m¥h 2.5...644 m¥h evaluation of the measured data
11/2¢ 41.9 DN 40 1.2...365 m*h 1.5..728 m*/h 3.0...886 m*h
2¢ 53.1 DN50 | 2..600 m¥h 2.5..1198 m¥h 4.6...1450 m3h
21/2¢ 711 DN65 | 3.5..1096 m¥%h 5..2187 m*h 7...2648 m*h Flow sensor VA 500
3¢ 84.9 DN 80 5...1570 m*h 7...3133 m*h 12...3794 m*h « Easy installation and removal under
4 110.0 DN 100 | 9...2645 m*h 12...5279 m*h 16...6391 m*h pressure via 1/2* ball valve
5¢ 133.7 DN 125 | 13..3912 m¥%h 18...7808 m?h 24...9453 m¥h . Several gas types - freely adjustable at
6° 159.3 DN 150 | 18...5560 m*h 25...11097 m*/h 43...13436 m*/h DS 400
8" 200.0 DN 200 | 26...8786 m*h 33...17533 m3¥h 50...21230 m3¥h « Usable from 1/2“ to 12 DN 1000
10¢ 250.0 DN 250 | 40...13744 m¥h 52...27429 m*h 80...33211 m¥h

« Diameter freely adjustable at DS 400

12¢ 300.0 DN 300 | 60...19815 m*h 80...39544 m*h 100...47881 m¥h
________ « Output for 4...20 mA for m*h
Description Order No. Pulse output for m* (total flow)
Flow measurement DS 400 for installation into existing pipelines consisting of: 0601 4006

Chart recorder DS 400 and flow sensor VA 500 in basic version, Standard (92,7 m/s),
sensor length 220 mm

Options for DS 400 EmE |

Option: Integrated data logger for 100 million measured values Z500 4002

Option: Integrated Ethernet and RS 485 interface Z500 4004

P e BT g SO %00
Option: Integrated webserver Z500 4005 =x+y

Options for flow sensor VA 500 (see page 81) dA = outer 180
Max. version (185 m/s) 7695 5003 diameter

High Speed version (224 m/s) 7695 5002 x =dA 170
Option 1 % Accuracy of m.v. + 0,3 % of f.s. 2695 5005 160
Sensor length 120 mm ZSL 0120

Sensor length 160 mm ZSL 0160

Sensor length 300 mm ZSL 0300

Sensor length 400 mm ZSL 0400 Safety ring
Further accessories

CS Soft Basic - data evaluation in graphic and table form - reading out of measured 0554 7040
data via USB or Ethernet

Calibration

5 point precision calibration including ISO certificate 3200 0001
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I Can you read this text?
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language

DS 400 ,speaks” several languages.

The required language can be
selected by means of the select
button.

All relevant param-
eters at a glance

In addition to the flow in m3h DS
400 shows further parameters like
the total flow in m*® and the velocity
inm/s.

www.cs-instruments.com

thread:

Technical data DS 400

Dimensions:

Inputs:
Interface:
Power supply:
Accuracy:
Alarm outputs:
Options:

Data logger:

2 additional sen-
sor inputs:

118 x 115 x 98 mm
IP 54 (wall housing)
92 x 92 x 75 mm
(panel mounting)

2 digital inputs for VA 500/520
uSB

100...240 VAC, 50-60 Hz
please see VA 500

2 relays, (pot.-free)

100 million measuring values
start/stop time, measuring
rate freely adjustable

for connection of pressure
sensors, temperature sen-
sors, clamp-on ammeters,
third-party sensors with 4...20
mA 0 to 10 V, Pt 100, Pt 1000
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